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DETAILED ACTION 
EXAMINER'S AMENDMENT 

1 . An examiner's amendment to the record appears below. Should the changes 
and/or additions be unacceptable to applicant, an amendment may be filed as provided 
by 37 CFR 1 .312. To ensure consideration of such an amendment, it MUST be 
submitted no later than the payment of the issue fee. 

Authorization for this examiner's amendment was given in a telephone interview 
with Gregory S. Donahue, Registration No. 47,531 on November 4, 2010. 

1. (currently amended) A method for retrieving digital multimedia content from a 
network node, comprising: generating a Real Time Streaming Protocol (RTSP) 
SET_PARAMETER message to said network node by a client application 
executing on a digital multimedia device, said message containing at least one of 
a playlist identifier, a media clip index and a clip offset as well as an indication of 
an activation time corresponding to an END OF CLIP value; and transferring 
digital multimedia content to said digital multimedia device by said network node 
from a second content source identified by at least one of said playlist identifier 
and said media clip index, wherein said RTSP SET_PARAMETER message is 
generated in response to the client application generating a SWITCH message 
while said network node is streaming current digital multimedia content to said 
digital multimedia device from a first content source different than and physically 
separate from the second content source wherein the first content source and the 
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second content source are not located within the same device and, wherein the 
first content source comprises a first media clip from a first playlist from which 
said current media multimedia content is accessed for streaming and the second 
content source comprises a second media clip from a second playlist from which 
said digital multimedia content of the second content source is accessed for 
streaming, wherein said network node continues to stream from the first media 
clip until a boundary of the first media clip is reached and wherein said 
transferring commencing in response to the boundary of the second media clip 
being reached during said streaming thereof, further comprising receiving a 
Normal Play Time (NPT) value determined based on the parameters received in 
the SET_PARAMETER message, wherein the NPT value indicates a time at 
which streaming of media content from the second media clip will commence, 
and further comprising causing the time to be displayed after receiving the NPT 
and wherein the first playlist is a list of multiple media clips that the first content 
source can stream and the second playlist is a list of multiple media clips that the 
second content source can stream and the first media clip and the second media 
clip contain different content. 

6. (currently amended) The method for retrieving digital multimedia content from a 
network node as recited in claim 1, wherein said digital multimedia device 
accesses said network node over at least one of a wireline network, a wireless 
network, and a cable network and whoroin the f i rst p l ay li st i s a li st of mu l t i p l e 
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m e d i a c li ps that th e f i rst cont e nt source can str e am and th e s e cond p l ay li st i s a 
li st of mu l t i p l e mod i a c li ps that tho second content source can stream and tho 
f i rst m e d i a c li p and th e s e cond m e d i a c li p conta i n d i ff e r e nt cont e nt . 

9. (currently amended) A system for retrieving digital multimedia content from a 
network node, comprising: means associated with a client application executing 
on a digital multimedia device for generating a Real Time Streaming Protocol 
(RTSP) SETPARAMETER message to said network node, said message 
containing at least one of a playlist identifier, a media clip index and a clip offset 
as well as an indication of an activation time corresponding to an END OF CLIP 
value; and means for transferring digital multimedia content to said digital 
multimedia device by said network node from a second content source identified 
by at least one of said playlist identifier and said media clip index, wherein said 
RTSP SET_PARAMETER message is generated in response to the client 
application generating a SWITCH message while said network node is streaming 
current digital multimedia content to said digital multimedia device from a first 
content source different than and physically separate from the second content 
source wherein the first content source and the second content source are not 
located within a same device and, wherein the first content source comprises a 
first media clip from a first playlist from which said current media multimedia 
content is accessed for streaming and the second content source comprises a 
second media clip from a second playlist from which said digital multimedia 
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content of the second content source is accessed for streaming, wherein said 
network node continues to stream from the first media clip until a boundary of the 
first media clip is reached and wherein said transferring commencing in response 
to the boundary of the second media clip being reached during said streaming 
thereof, further comprising means for receiving a Normal Play Time (NPT) value 
determined based on the parameters received in the SET PARAMETER 
message, wherein the NPT value indicates a time at which streaming of media 
content from the second media clip will commence, and further comprising 
means for causing the time to be displayed after receiving the NPT and wherein 
the first plavlist is a list of multiple media clips that the first content source can 
stream and the second plavlist is a list of multiple media clips that the second 
content source can stream and the first media clip and the second media clip 
contain different content . 

17. (currently amended) A digital multimedia device operable to retrieve digital 
multimedia content from a network node, comprising: a processor executing logic 
for generating a Real Time Streaming Protocol (RTSP) SET_PARAMETER 
message to said network node by a client application executing on said digital 
multimedia device, said message containing at least one of a playlist identifier, a 
media clip index and a clip offset as well as an indication of an activation time 
corresponding to an END OF CLIP value; and a player engine operable to play 
back streaming content from a second content source identified by at least one of 
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said playlist identifier and said media clip index, said streaming content from the 
second content source commencing at a time determined responsive to said 
indication of said activation time, wherein said RTSP SET_PARAMETER 
message is generated in response to the client application generating a SWITCH 
message while said network node is streaming current digital multimedia content 
to said digital multimedia device from a first content source different than and 
physically separate from the second content source wherein the first content 
source and the second content source are not located within a same device and, 
wherein the first content source comprises a first media clip from a first playlist 
from which said current digital multimedia is accessed for streaming and the 
second source comprises a second media clip from a second playlist from which 
said multimedia content of the second content source is accessed for streaming, 
wherein said network node continues to stream from the second media clip until 
a boundary of the second media clip is reached, wherein the client application 
continues to receive said multimedia content being streamed from the first media 
clip until a boundary of the second media clip is reached, and causing the client 
application continue to begin receiving said multimedia content from the first 
media clip in response to the boundary of the first media clip being reached 
during said streaming thereof, further comprising the client application being 
configured to receive a Normal Play Time (NPT) value determined based on the 
parameters received in the SET_PARAMETER message, wherein the NPT value 
indicates a time at which streaming of media content from the second media clip 



Application/Control Number: 10/598,551 Page 7 

Art Unit: 2454 

will commence, and further comprising the client application being configured to 
cause the time to be displayed after receiving the NPT and wherein the first 
plavlist is a list of multiple media clips that the first content source can stream 
and the second plavlist is a list of multiple media clips that the second content 
source can stream and the first media clip and the second media clip contain 
different content. 

22. (currently amended) The digital multimedia device operable to retrieve digital 
multimedia content from a network node as recited in claim 17, farth e r further 
comprising means for accessing said network node over at least one of a wireline 
network, a wireless network, and a cable network. 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to MARSHALL MCLEOD whose telephone number is 
(571)270-3808. The examiner can normally be reached on Monday - Thursday 6:30 
a.m-4:00 p.m.. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, JOSEPH AVELLINO can be reached on (571) 272-3905. The fax phone 
number for the organization where this application or proceeding is assigned is 571- 
273-8300. 
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Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 



/M. M./ 

Examiner, Art Unit 2454 
11/17/2010 

/Joseph E. Avellino/ 

Supervisory Patent Examiner, Art Unit 2454 



